ROTARY SEALERS WITH PRINTER (VALIDATABLE
PROCESS IN ACCORDANCE WITH ISO 11607-2)
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RANGE OF USE AND CERTIFICATIONS

Especially sultable for use nospital ana medical industry

CE sgn x

GS-carlifisd %

Conformity 15O 11607-2 *

Canfermity DIN 58853.7:2010 x

Conformity WFHSS-Guidaline x

POWER SUPPLY AND MECHANICAL DATA

Mains connection / mains frequency 100-240 V / 50/60 Hz

Power* 400W

Dimansions w x d x h {incl, mfeed saction) 710 x 260 x 240 mm

Waight 21 kg

Casing covar Stainless steel AS| 304

Saaling system hawoflex*

Sealing dstancs fram sdge 035 mm

Seal seam width 12 mm

Distanca 1o medical proguct (DIN 58853-7) > 30 mm

Davice protect (in-feed guard) x

Ravarse Foed x

SEALING MATERIALS

Saalabie pouches and reels according to Paper pouchesiransparent pouchesipaperfiim

EN B6B-4:2009EN 868-5:2009 and Tyvek®film reels (also with side gusset)

Aluminum-faminate fim x

ELECTRONIC FEATURES AND COMMUNICATION

Control Micreprocassor

Parameter sattings reman aven sfter a power falure (Autosate) %

Automalic start of motor by photoces x

Automatic update of date and lime even x

whan davice 5 swilchad off

Drisplay end Keypad 24n0d LCD / Membrana keyoad

PC Interfsce (for process and batch documentation systems) RS 232, Ethernet and USB

hawo InfelligeniScan®™ x*

GroenTak® Molor slop afler 30 sec / Stand-by #fter 10-120 min

Piace counter and operaling time x

CONTROL FUNCTIONS IN ACCORDANCE WITH ISO 116072

Sealing process automatic/reproducibie

Valigatable precass (1ISO 11607-2) x

Pracess parameter monforad:

Saaling tsmparature x (max. 220 °C)

Conlact pressure X (100N}

Sealing speed (awell) % (10 mimin)

Switch-off tolerance + 5°C {DIN 58953-7:2010) x

Swilch-olf tolarance adjustable +£25°C

Alprt and moter Stop in case the monitored parametars

excoed predetarmined fimits #

Printout of process parametars (Seal Check-function) x

PRINTER FUNCTIONS WITH INTEGRATED PRINTER

Display of printar data with running function in display *

Printout aingle line

FontMatic™ (sutomsatic agjustment of type e to film wictth) e

ACCESSORIES

Mobite process documentation hawo ht 180 PT.US8 x

IntefigantScan™ barcode scanner hm 780 BR

{with hs 780 BR software for genersting bar code lists)

ht Sea! Check med urd ht Seal Chack HOPE ndicator strips. x

Seal Chack relerance card x
hawo GmbH Mediplan
info@hawo.com www.mediplan.fr

* Vialues can vary during neating-up perad. | * Optional scannar needed. Tél: +49 (0) 6261/9770-0
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> 30 mm

Paper pouchesfransparent pouches/paperffim
and Tyvek®fiim reeks (slso with side gussst)

X

Microprocessor

x

2:lined LCD ¢ Mambrang keypad
RS 232

Motor stop after 30 sac ¢ Stand-by afler 10-120 min
x
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